NMA Series HOLANG

F— The NMA series nitrogen generators

0 L)
can meet the gas requirements of
various devices such as nitrogen
blowers, sulfur dioxide distillation
NMA - instruments, CAD,LCMS,ELSD, and
) - more

Key Features:

X3

Adopts hollow fiber membrane nitrogen generation technology, with

*,

nitrogen purity reaching up to 99.5%. The product is certified with CE,
ISO, and other certifications, widely used in laboratory and industrial Gylinder gas
fields.

% Built-in imported air compressor, eliminating the need for external

Cost

Liquid nitrogen

compressed air. It features intelligent compressor power allocation

technology, protecting the compressor and extending the overall

service life of the machine. Nitrogen
< Equipped with a multi-stage filtration system, ensuring nitrogen purity

and improving equipment stability.

% LCD display for monitoring the instrument’s operational status, with maintenance reminders to ensure long-term
stable operation.

% Unique dual-stage shock absorbers and efficient sound-absorbing cotton reduce vibration and noise during
operation .

< Automatic drainage function, with adjustable drainage time and interval settings based on operating time.

% Standard mobile casters for easy mobility.

% Optional intelligent cloud platform for remote control and monitoring via a mobile phone.

< Customizable for high-flow models.

www.holanggas.com



NMA Series

Technical Specifications

HOLANG

Model NMA20 NMA36 NMA70
Nitrogen Output Flow 0~20L/min 0~36L/min 0-70 L/min
Compressor Type Built-in
Nitrogen Purity <99.5% <99.5% <99.5%
Nitrogen outlet
0-7.9 bar & 116 psi
pressure
Noise Level <52+3dB@1m
N2 Outlet ®8 quick connector
Drain Outlet ®6 quick connector
Power Supply 220V £10% / 50Hz £10%
Max Power
800W 1600W 3000W
Consumption
Ambient Temperature 5~40C
Ambient Humidity <75%
Size (LxWxH) 700x500x663mm 700x500x663mm 900x700%1100 mm
Weight ~50kg ~95kg ~138 kg

Note: The index parameters refer to the working condition of 20-25 C, working pressure 0.7MPa, relative humidity 0%, if the working condition deviates, the parameters must be

corrected, please contact Holang consultation!
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